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Tunnel320

AUTOMATIC IMPREGNATING MACHINE FOR BEAMS UP TO 320X320 MM

Paoloni produces a complete range of automatic impregnating machines suitable for
carpenters and wooden structure builders (houses, block-haus, gazebos, roofs, covering
etc.). Tunnel 320 is a professional highly productive machine able to impregnate both
straight profiles with thin thickness like matchboards, boarding as well as beams sized
320x320 mm.

The rotating brushes guarantee the optimal finishing on the whole surface, besides the
innovative system of “spraying impregnation” allows to treat even one side only; it also
helps to keep the internal mechanical system clean.

The easy access to cleaning system, the insulation of the motors together with the one of
the rotating units reduce to minimum the maintenance, which allows also a big

time-saving! c E

PNEUMATIC PUMP
ON REQUEST

(A) The electric pump has an incorporate filter. As optional, it is possible to order the spraying system
with pneumatic pump as well; it pumps 50 I./ minute. Both are connected to the water-jet to use for
cleanings of roll and brushes after the work session.

(B) Spray nozzles are controlled by 4 taps: jet may vary in pressure and quantity, excluding the side of
the profile you don' t want to impregnate.

(C) The timber is dragged by a system composed of 4 steel drawing rolls covered by solvent-proof
rubber. The inner out of gear traction roller allow the displacement of timber without wastes of time.
Some special adjustable slide-guides enable the linear slipping of the shorter pieces.

(D) Matchboard can be put either horizontally or vertically according to the machinery following
Tunnel 320.

(E) The electric panel is very easy and immediate to use: keyboard provides a key for each function
and regulations are optimized by mechanical controls with centimeter bars.
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